CHLORINE ONE TON CONTAINER

TRAINING END - ENDW

INSTRUCTIONS
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1. Attach Rubber Boots to Grippers of Kit-B, Yoke
Assembly 28C. ENDW Contents:

2. Connect Water/Air Line to supplied Adapter and 1pc. Tra?ining End
insert in Quick-Connect on Manifold. 1 pkg. Gripper Boots
1 pc. Water Line Adapter

3. Open corresponding Ball Valve on Manifold to 1pc. Air Line Adapter

simulate specific leak.

4. Close Ball Valve, clean and dry after each use.

Note: For use with low pressure air or water connection.
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ENDW Replacement Parts List

ENDW1
ENDW3
(ENDW2 & ENDW1)
Part# Description Qty.
ENDW1 Air Line Adapter 1 pc.
ENDW3 Water Line Adapter 1 pc.
Consisting of:
ENDW1 Adapter 1pc.
ENDW2 Garden Hose adapter 1pc.
ENDWS5 Adapter, Manifold, Push-to-Connect 1 pc.
ENDW?7 Valve, Ball, Manifold, 3/8” Threaded 2 pcs.
ENDW?7 Caster, Swivel with Brake 4 pcs.
ENDW9 Boots, Rubber, 28C Gripper Covers (8 pcs.) 1 pkg.
ENDW11 Plug, Fuse, Ton Container, Modified 1 pc.
1214-B1 Valve, Standard Ton Container 1 pc.
1333N1 Plug, Fuse, Ton Container, Standard 2 pcs.
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